
Carbon steel 
Low alloyed cast 

steel 

Warmth resistant 

cast steel

Austenitic stainless 

cast steel

Martensitic 

stainless cast steel
Duplex cast steel

Heat resistant cast 

steel

Wear resistant 

manganese and 

chromium alloys 

Wear resistant / 

White cast iron

GS 45, GS 52 (EN DIN 10213-

2)
GS 20 Mn 5 (DIN 17182) Cr-Mo (EN 10213) GX 6 CrNi 18.10 (SEW 685) GX 5 CrNi 13.4 (DIN EN 10213)

GX 2 CrNiMoCuV 25.6.3.3 (DIN 

EN 10213-4)

GX 40 CrNiSi 25-20 (DIN 

17465/SEW 471)
GX 120 Mn 12 (EN DIN 12513)

GX 300 CrNiMo 15.3.3  (DIN 

1695)

A216 WCA, WCB, WCC (ASTM) GS 22 Mo 4 (DIN 17182) Cr-Mo-V (EN 10213) A 743 Gr CF 3 (ASTM)
GX 5 CrNiMo 13.6 (DIN EN 

10213)

GX 3 CrNiMoCuN 26.6.3.3 (DIN 

EN 10213-4)

GX 40 CrNiSi 25-12 (DIN 

17465/SEW 471)

GX 120 MnCr 12 (EN DIN 

12513)
GS 260 Cr 27 (DIN 1695)

A352 LCB (ASTM) GS 26 CrMo 4 (DIN 17182) B-Cr-Mo-V (EN 10213) A 743 Gr CF 8 (ASTM) A 487 Gr CA-6NM (ASTM)
GX 40 CrNiSi 27-4 (DIN 

17465/SEW 471)

GX 120 MnMo 12 (EN DIN 

12513)

FeG 400 (UNI 3158) GS 42 CrMo 4 (DIN 17182) 9 Cr (EN 10213) A 351 Gr CF 8 M (ASTM) A 743 Gr CA-6NM (ASTM)

12 Cr (EN 10213)
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Components for runners and 

regulation equipment for 

Kaplan, Francis and Pelton 

turbines with high toughness 

and anti cavitation resistance 

Components for runners and 

regulation equipment for 

Kaplan, Francis and Pelton 

turbines with improved 

elongation and high toughness 

Casings and valves for 

chemical, oil and process 

industry with special physical 

and chemical properties 

Castings for process industry 

with high heat resistant 

properties 

Castings for crusher 

components (mills for milling of 

minerals) and for cement 

industry 

Castings for dredging 

application (pump casings, 

impellers, etc.)

L
in

k
s

Typical steel grades produced by Litostroj 
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Castings for shipbuilding and 

general machine building 

Castings for machine building 

with improved weld ability and 

ductility 

Outer and inner casings for gas 

and steam turbines and valve 

casings 



Gray and nodular 

iron

GGG NiCrNb 202 (EN DIN 1561, 

1563)

EN-GJS-400-15 (EN DIN 1561, 

1563)

EN-GJS-500-7 (EN DIN 1561, 

1563)
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